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With over 30 years of industry experience, our team 
has a proven track record of manufacturing high-quality, 
compliant products and providing expert technical advice. We 
are dedicated to delivering exceptional service to our customers.

Our diverse product range includes preformed concrete stairs, metal 
decking formwork, and metal door frames, along with a comprehensive 
selection of complementary ancillary products.

For smarter, more efficient building solutions, connect with our team.

Innovative Building Solutions

FTI Group is a proudly Australian, family-owned 
company leading the way in innovative building 
solutions that streamline construction projects.
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What are SureFit™ 
frames?
A custom-made pressed metal door 
frame that can be used for both fire-
rated and non-fire-rated applications 
in residential, medical, education and 
commercial construction.

Our Surefit™ frames are shop drawn and 

custom manufactured in our Australian 

manufacturing facility to your exact door 

schedule requirements.

SIMPLE
Easy to order, shop drawn based on your exact 
door schedule requirements

FAST
Manufactured in Australia, we can get stock to you 
where you need it, when you need it.

QUALITY ASSURED
Made from quality Zincanneal in 1.1mm to 1.9mm 
gauges. Galvabond available upon request.

CUSTOM
Made to order, custom frames to suit all your  
fire-rated and non-fire-rated requirements.

DURABILITY GUARANTEED
Every frame comes with a warranty, ensuring 
quality and performance.

COMPLIANCE ASSURED
We offer a full compliance check of your frame.

Benefits
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Types of Frames

Swing PivotCavity Slider

Our custom-made door frames 
are designed for three primary 
functions: swing doors, pivot doors, 
and cavity sliding door solutions.
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Door Frame Components

New Gen

Standard

1ST RETURN 1ST RETURN 

13MM STANDARD13MM STANDARD

ARCHITRAVE ARCHITRAVE 

38MM STANDARD38MM STANDARD

REBATEREBATE

TO SUIT DOOR TO SUIT DOOR 

THICKNESSTHICKNESS

DOOR STOPDOOR STOP

DOOR STOP HEIGHTDOOR STOP HEIGHT

25MM STOP FOR FIRE-RATED25MM STOP FOR FIRE-RATED

15MM STOP FOR NON-FIRE-RATED15MM STOP FOR NON-FIRE-RATED

POCKET TO SUIT WALL POCKET TO SUIT WALL 

LINING. 14MM STANDARDLINING. 14MM STANDARD

REBATEREBATE

TO SUIT DOOR TO SUIT DOOR 

THICKNESSTHICKNESS

DOOR STOPDOOR STOP

1ST RETURN 1ST RETURN 

13MM STANDARD13MM STANDARD

FLANGE FLANGE 

25MM STANDARD25MM STANDARD

ARCHITRAVE ARCHITRAVE 

50MM STANDARD50MM STANDARD

DOOR STOP HEIGHTDOOR STOP HEIGHT

25MM STOP FOR FIRE-RATED25MM STOP FOR FIRE-RATED

15MM STOP FOR NON-FIRE-RATED15MM STOP FOR NON-FIRE-RATED
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EXAMPLE DOOR - REVEAL 
OVERALL CALCULATIONS

DOOR HEIGHT REVEAL HEIGHT OVERALL HEIGHT

2040mm 2055 
(+15mm clearance)

2093 
(+38mm architrave)

DOOR WIDTH REVEAL WIDTH OVERALL WIDTH

920mm 924 
(+4mm clearance)

1000 
(+2x 38mm architraves)

Overall Size

Reveal Size Hinge StileLock Stile

Right Hand

Overall Size

Reveal Size Lock StileHinge Stile

LEFT HAND

Overall Width

Reveal Width

Reveal 
Height

HEAD

Hinge Backing 
Plate

Hinge Backing 
Plate

Hinge Backing 
Plate

Overall 
Height

Lock/Striker 
Height

L
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K
S
T
I
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E
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G
E
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E

DOOR FRAME TERMINOLOGY
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Frame fixing methods

WELDED STUD STRAPS
Welded stud straps are the most common fixing 
method for plasterboard walls. This profile allows the 
plasterboard to slide in behind the frame, concealing 
any rough edges. Simply screw fix through the 
timber or steel stud into the provided welded straps 
spaced at approximately 400 centres for a strong 
and rigid door frame solution.

NEW GEN PROFILE
New Gen frames are another option for plasterboard 
walls. Flanges each side of the stud are used to 
screw fix the frame into the stud wall. Sheeting 
pockets each side conceal the plasterboard edge. 
New Gen frames are the recommended option for 
pre-fabricated wall frames.

PARTITION PROFILE
Partition profile frames are similar to the new 
gen profile, but without the sheeting pocket, this 
allows the plasterboard to finish flush with the 
frame architrave, and can be used to create a 
shadowline detail (using a p50 bead supplied by 
others). Partition profiles can also be used in Dincel, 
Speedpanel and other wall types.

BRICK OR BLOCK TIES
Brick and block ties are supplied loose (in a pack 
of 10) with your door frame, and are designed to 
anchor your door frame into a new masonry wall. 
They are used for frames being installed while the 
block/brick wall is being laid.
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COUNTERSUNK HOLES
Countersunk holes are a formed hole to suit an M10 
dynabolt (or similar). They are usually located in the 
door stop, and are spaced at approximately 400mm 
centres. Once installed, the holes can then be filled 
in and painted over. They are usually used in existing 
walls (retro-fit application).

COUNTERSUNK HOLES WITH TUBES
These are the same as a countersunk hole, but with 
a metal tube welded behind. Tubes provide extra 
stability, and prevent any warping or bowing when 
installing the dynabolts. They also act as a mortar 
guard if the frames are to be backfilled.

COUNTERSUNK HOLES WITH TUBES & 
BRACING STRAPS
The addition of a bracing strap increases 
stability even more, and provides extra strength 
and rigidity against bowing or twisting during 
installation. Once again, they are used when 
installing into existing walls.

SPLIT DOOR FRAME
Split door frames, or two piece frames, are supplied 
in two parts and are designed to wrap around 
an existing wall opening, and conceal any rough 
edges. Each part comes with countersunk holes and 
bracing straps for a quality installation.

STUD CLIPS
Suitable for use in non-rated plasterboard partition 
walls. Stud clips are designed to clip onto the back of 
the frame and extend past it for wall stud anchoring. 
They are sized to match the wall sheeting thickness, 
ensuring enough space between the wall channel 
and frame return for the sheeting to slide in easily.
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Standard Frame Profiles

SCALLOPED STANDARD

SLIDER STANDARD

SINGLE REBATE STANDARD

DOUBLE REBATE STANDARD

SCALLOPED PARTITION

SLIDER PARTITION

SINGLE REBATE PARTITION

DOUBLE REBATE PARTITION

SCALLOPED NEW GEN

SLIDER NEW GEN

SINGLE REBATE NEW GEN

DOUBLE REBATE NEW GEN
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Where can I use SureFit™?

SureFit™ door frames and door packages are ideal for various applications, 
including apartments, hospitals, aged care facilities, educational institutions, 
and shopping centres.

FIRE-RATED DOOR SETS
Fire-rated door sets are compatible with a range of wall 
applications, such as plasterboard, brick, block, concrete, 
Dincel, AFS, Speedpanel, Shaft Liner, and Hebel walls.

NON-FIRE-RATED DOOR SETS
Our non-fire-rated door sets can be custom-made 
to suit any wall type or application.

Need a custom door 
frame profile?
We can manufacture almost 
anything, get in touch with 
our team to discuss your 
requirements.
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Cavity Sliding Units
For a stronger, better quality finished product...

Cavity sliding frames are very popular, especially in small space living such as 

apartment buildings and student accommodation. However, feedback shows 

that the single biggest door related defect on construction sites is bowing 

timber cavity slider units. Surefit™ identified the need and developed a fully 

assembled, welded cavity sliding door frame made completely from steel.

The benefits

Standard Sizes

Fully welded, solid, one piece construction 
for easy install

Heavy duty track system, supply only

Flush finish of track within the head

Straight, strong & non-deviating pocket stiles 
(unlike timber cavity sliders)

Integrated new gen profile for quick &  
easy sheeting

Privacy pocket in receiving stile

Strength of the cavity casette

76mm or  
92mm Stud

2040 x 720mm
2040 x 820mm
2040 x 920mm
2040 x 1020mm
2040 x 1120mm

92mm only 2340 x 720mm
2340 x 820mm
2340 x 920mm
2340 x 1020mm
2340 x 1120mm

To suit 35mm or 40mm thick doors
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OPTIONAL EXTRAS
•	 Soft Close

•	 Zero Clearance Track System

•	 Double Sliding

HEADHEAD

BATTENBATTEN

REMOVABLE REMOVABLE 

SPREADER SPREADER 

PLATEPLATE

FLOOR FLOOR 

TRACKTRACK

WALL WALL 

STUDSTUD

REMOVABLE REMOVABLE 

PELMETPELMET

RECEIVING RECEIVING 

STILESTILE

6
0

0
m

m
 s

ta
n

d
ar

d

* Door not supplied with frame  

* Profile must be mirrored
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Our SureFit™ Soft Close Kit 
includes:
•	 1 soft close unit with 

retaining screw

•	 1 soft close catch

•	 4 standard screws

•	 A set of 4 alternate screw 
and nut combination

Features:
•	 Suits doors: 40-60kg

•	 Material: plastic and steel

•	 Finish: black and zinc

•	 Length: 245mm

Slim Line Soft 
Close Kit

Our SureFit™ Roller Kit 
includes:
•	 2 wheel sets

•	 2 door guides

•	 4 pelmet caps

•	 1 spanner

•	 2 rubber bumpers

Roller Kits
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Cavity Slider Opening Calculator

To calculate the stud opening for a SureFit™ 

cavity slider, you’ll need to consider the door’s 

width and height, and the architrave. 

We’ve created a Stud Opening Calculator online 

to make this easier, simply scan the QR code and 

enter your project requirements to calculate your 

cavity slider stud opening.
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How is Surefit™ made & installed
We believe trust is built through reliability, integrity, and experience. That’s why we prioritise 
accuracy and quality at every stage of the process. Here’s a step-by-step guide to the 
construction and installation of your SureFit™ frames:

Shop Drawings & Scheduling
We create precise shop drawings for 
your SureFit™ frames based on your door 
schedule specifications.

Backfilling
For fire-rated doors, backfilling must be 
completed before or during installation, 
following approved methods for your chosen 
application. Backfilling is completed by others.

Production
Manufactured to the millimetre, your 
door frames are built to match the shop 
drawings, ensuring they are ready when you 
need them.

Door Installation
Doors are installed onsite by the door 
installer.
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Delivery
Frames are delivered directly to your site or 
yard, each clearly labelled with its door ID 
for easy identification.

Fire Certification
Our team has experience and can offer 
compliance reviews if requested.

Frame Installation
Installation is carried out by others, using 
the appropriate fixing method for your 
specific wall application.

Tagging
Tags can be provided by SureFit™ and 
installed by others, upon request at project 
commencement.
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1.	 Standard Universal Lock

2.	 Electric Strike ES2000

3.	 Micro Switch MSB62-10

4.	 Fire Bolt

5.	 Night Latch

6.	 FSS1 Security Door  
Monitoring Sensor

7.	 Reed Switch 

8.	 8530 Special Latch Strikers 
SP8530-5053555

9.	 Welded Hinge Backing Plate

10.	Hinge Bolt

11.	 Power Transfer DL400

12.	Hinge Bolt WS7

13.	Hinge Bolt WS12

14.	Welded Hinge Backing Plate

13

14

12

11

10

9

876

5

4

3

2

1

We offer custom cutouts in your door frames to accommodate a wide range of hardware options.

While some cutouts can be made onsite by security contractors, we recommend CNC machining 
during frame manufacturing. This ensures higher precision, saves time, and reduces costs.

When ordering a door frame with hardware cutouts, please provide the make and model number 
of your hardware so we can tailor the preparation to your needs.

Hardware preparation

Have something else you need hardware preparation for?  
We can manufacture almost anything, get in touch with our team to discuss your requirements.
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Back Filling
Fire-Rated Door 
Frames
Under AS1905.1-2015, all fire-rated frames 
are required to be backfilled.

FTI Group do not provide backfilling services, this is undertaken by the door contractor.

Masonry Wall?

Dry Wall? 
(i.e. plaster wall)

Existing
Opening?

BACK FILLING MATERIALS
•	 Mortar 
•	 Concrete 
•	 TVC-core 
•	 Fire-rated plasterboard/plaster
•	 Grout
•	 Cast plaster

Progressively fill the frame void as  
the wall is constructed.

You can pack the frame  
void with sheet and plaster before installing.

You will have to consider how you will access the 
frame void to fill it or preback fill the frame void 
before installing it into the opening.

Special care should be taken when backfilling using wet mix backfill material. Ensure that it is 
fully cured before installation to prevent corrosion issues.

Different backfill materials have different fire ratings, please contact your fire engineer/certifier 
to determine what to use if you have any questions.

It is important that the backfilling medium is tightly packed and fills all available airspace. 

Finally, the finished backfilled frame must be tightly sealed against the surrounding opening 
using an approved fire-rated sealant.
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SureFit™ Doors offer a full range of  
fire-rated and non-fire-rated options 
designed to perfectly complement our 
SureFit™ metal door frames.

Manufactured in Australia, our doors can be 
custom-made to include features such as meeting 
stiles, vision panels, air grilles, drop seal cutouts, 
and more.

Engineered for performance, our doors undergo 
acoustic testing to the latest standards, ensuring 
sound insulation and acoustic properties.

SIMPLE
Ordering is easy, backed by outstanding customer 
service and technical support.

FAST
Manufactured in Australia, we can get stock to you 
where you need it, when you need it.

QUALITY ASSURED
Our doors have been through rigorous testing for 
both acoustic and fire rating. Every door comes with 
a 3-year warranty, ensuring quality and performance.

CUSTOM SIZING
Made to order to your exact project measurements 
to save cutting down or planing doors.

PACKAGE DEALS
We offer package deals when securing the door 
frames and doors together.

COMPLIANCE ASSURED
We offer a full compliance check for your door 
configuration.

Benefits
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SureFit™ doors are available in a range of different core types 
to suit your project’s requirements.

There are a range of facing 
options for both fire-rated and 
non-fire-rated applications, 
these include:

•	 Duracote
•	 Ply
•	 Fire-retardant ply
•	 MDF
•	 HMR-XP MDF
•	 Metal clad facings
•	 Veneer and decorative 

options available on request.

Types of cores

Types of Finishes

Non-Fire-Rated Cores
Solid Core Blockboard

Non-Fire-Rated Cores
Solid Core Particleboard

Non-Fire-Rated Cores
Hollow Core

Fire-Rated Cores
FireCore
E Core
Pyropanel

*pivot doors available
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We offer 0.55mm, 0.9mm and 1.1mm 
Zincanneal flat sheet as non-combustible 
sheeting that can be fixed to one or both 
faces of the door.

This is typically added to meet engineer 
or fire protection requirements. It can 
be used on fire-rated and non-fire-rated 
doors to meet bushfire requirements and is 
commonly used on service cupboards.

Want to add non-
combustible sheeting 
to your doors?

Where can I use Doors?

Our door frames and door packages are ideal for a wide range of 
applications, including apartments, hospitals, aged care facilities, 
educational institutions, and shopping centres.

FIRE-RATED
We offer a comprehensive selection of fire-rated doors to 
meet all your fire safety needs. All fire door installations 
must comply with AS1905.1. To ensure fire certification, all 
hardware used must be listed on our approved hardware list.

NON-FIRE-RATED
Our non-fire-rated door range is vast, offering options 
tailored to the aesthetic and acoustic specifications of 
your project.
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We supply a wide variety of metal clad doors,
either fire-rated (up to 4 hours), or non-fire-rated.

CHANNEL SURROUNDS

METAL CLAD TO EDGE UNDER FACE SHEETS

FLUSH FIT

PIE TRAY

Metal Clad Doors

Meeting Stiles
We offer a range of fire-rated meeting stiles to accompany 47mm thick fire-rated door pairs.

Bullnose Meeting Stiles:
Aluminium meeting stile seal set for double
action fire door assemblies.

T-Bar Meeting Stiles:
Aluminium meeting stile seal set for single
action fire door assemblies.
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Packaging & Deliveries
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How to order 

Our safety

We’re also JAS-ANZ  

ISO 45001 which  

means that our  

OH&S Management 

System has been  

certified.

Our quality, our reputation 

We understand the importance of 

manufacturing and supplying a quality 

product. You can be confident that all FTI 

Group Products comply with the relevant 

Australian Standards including: 

• BCA 2016 Amendment 1 Part B1 

• AS/NZS 1170.1-2002.

Ask us about our specific compliance 

documentation for our range of products.

Our in-house experts are on-hand to  
provide you with specialist technical advice.

Talk to our experts. We offer a wealth of technical reference  

coupled with in-house expertise. This ensures our customers  

can access the very best technical advice for their project. 

 ISO 45001

ORDER YOUR  
FRAMES & DOORS

SureFit™ frames and doors are easy to 

order, just fill out your door requirements 

on our online order forms, or upload your 

door schedule and we’ll sort it out for you.
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For a faster site 
choose SureFit™
Call us today on 1300 751 701 or visit 
ftigroup.com.au for more information.
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PO Box 1103

Goulburn NSW 2580

1300 751 701

sales@ftigroup.com.au

ftigroup.com.au
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